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CONTMPSI

CONTMPSF

CONTMESP

stylisH And effeCtive
METal version Contour: success guaranteed!

   Increased upper protectIon

    non-slIp tIpGrIp temples

    160% Flex temples

   non-slIp brIdGe 

   antI-statIc

Microfibre pouch
ETUIFS

SUPPlIEd WITH

COntOUR MetAl
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CONTMPSI 2C-1,2  1 FT    EN166 FT  

CONTMPSF 5-3,1  1 FT    EN166 FT  

CONTMESP 5-1,4  1 FT    EN166 FT  

CONTMPSI CONTMPSF CONTMESP

3660740003777 3660740003784 3660740003791

3660740103774 3660740103781 3660740103798

3660740203771 3660740203788 3660740203795

stylisH And effeCtive

CHARACTERISTICS

lenses pc - 2,3 mm - curve 9,25

fRAMe metal nickel free

teMples metal nickel free + tpe

stRAp non applicable

fOAM non applicable

spARe lenses no

CONTOUR 
MÉTAL

Clear anti-scratch/anti-fog

Smoke anti-scratch/anti-fog

ESP anti-scratch

TECHNOlOGIES

MOdEl VERSIONS REFERENCES lENS MARKINg FRAME MARKINg COATINgS

Optical class symbols:

1. Continuous work

Mechanical strength symbols:

F.    Low energy impact, resists a 6 mm, 0.86 g ball at 45 m/s 
 Maximum protection for glasses.
T.    The letter T, immediately after the mechanical strength symbol, 

authorises use for high speed particles at extreme temperatures.
Others symbols:

  European standard   Manufacturer name

EN 166: guaranteed minimum resistance of the protective eyewear against 
everyday risks including dropping the protective eyewear onto the ground, 
ageing by light exposure, exposure to heat or corrosion etc.
F.    Low energy impact, resists a 6 mm, 0.86 g ball at 45 m/s 
 Maximum protection for glasses.
T.    The letter T, immediately after the mechanical strength symbol, authorises 

use for high speed particles at extreme temperatures.
  European standard   Manufacturer name

Bollé Safety product approval certificates to CE standards will be 
sent on request.

lENS MaRKING FRaME MaRKING

TECHNOlOGY ClEaNING aNd STORaGE

ESP, Extra Sensory Perception.
an innovative coating to reduce dazzle 
and the harmful affects of blue light.
B-ESP filters 57% of blue light, transmits 
64% of visible light, 99.99% of UVa/UVB.

Individual plastic 
bag

10 safety spectacles 
per inner box

240 safety 
spectacles per 

outer pack

PACKAgINg ANd EAN13 COdE

ClEANINg: The lenses should be cleaned regularly. Bollé Safety recommends only using 
the B-clean lens cleaning system.

MAINTENANCE: Pitted, scratched or damaged lenses must be replaced by replacing the 
complete product. If the frame is damaged also replace the complete product. after each 
use it is recommended to keep the spectacles or goggles in a microfiber pouch or rigid case.

STORAgE: all products must be stored in a dry and clean environment.

COntOUR MetAl


